Tecnolrow CT12F/5S-C02.A2

AUTOMAGAO & CONTROLES INDUSTRIAIS

Dimensdes: mm
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DeSign. ... ...t et Axial
Part Number.........................: 09.912.1101/000
Operating Temperature Range.........: -25°C to +90°C
Molded Body (A).....................: TPU Yellow (HB), flame retardant (!
Dielectric Material (B).............: TPU Black (HB), flame retardant (?
Contact.............................: CuZn, pre-nickeled and 0.15 microns gold-plated
Knurled Nut................ .. .. ... .0 Zamak, nickel-plated
(0T o 8 ¢ T : Nitrile Rubber or Viton
POleS. . ittt i e e et 5
Cable External Cap..................: TPU (HB), flame retardant® (@ < 5,5 mm)
Cable External Cap Colour...........: Gray
Wire Connection Cap.................: PVC , no flame retardant® (g < 1,8 mm)
Wire Connection.....................: 5 wires (0,25 mm?)
Cable Lenght........... ... ... ... : 2 meters
Degree of Protection................ : IP-67
Contact Resistance.................. : <5 mQ
Nominal Current (at 40°C)...........: 3 A
Rated Voltage.......................: 30 Vac / 36 Vdc
Insulation Resistance...............: > 10°Q
Wiring:
(I) Brown
@ White
(3) Blue
(%) Black
(5) Green
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(1)Elastollan C85A10 - Unreinforced........................covvvuneevn.....: Temperature class = 80°C
(2)Elastollan R3000 - Glass fiber reinforced : Temperature class = 155°C
(3)Elastollan C85A10 - Unreinforced.................. : Temperature class = 80°C
(4)BENVIC E 7/51 HMF MARFIM - Unreinforced.................................: Temperature class = 105°C




